
Whisper™ Nail Salon
Source Capture System

Specifications

System Features

 Meticulously designed for nail
technicians to ensure a clean and

safe salon environment. 

This aesthetically pleasing source capture system
offers quiet and compact breathing zone protection
against the inhalation of nail product vapors, nail
dust, bacteria, and viruses, while safeguarding both
professionals and clients from potential irritation in
the eyes, nose, and throat. 
Over 30% smaller than other capture systems
Whisper- quiet operation (45 dBa)
Easy to assemble and operate. No tools required

Improve air quality in the breathing zone by extracting
airborne contaminants
Built in caster wheels for maneuverability
Available with 1 or 2 extraction arms
Position Hood 6-12" from source to capture
contaminates
Filter has two levels of activated carbon to trap fumes
& Vapors These air pollutants are pulled through a 4-
stage filtration system, which neutralizes VOCs and
returns purified air into the salon
Remote control operation
low-maintenance, simple to replace filter (WS4)
Affordable and energy efficient
Available colors: White and Grey

Inlet Airflow: 176 CFM (single) 88 CFM (dual)

Sound Level: 45 dBa

Voltage/Power: AC 110 Volts, 200 W

Base Dimensions: 16.75" L x 10" W x 17" H

Hose Dimensions: 35" compressed, 43.5' extended.

Extraction Hose Diameter: 2"

Weight: 32 Lbs

Filtering Efficiency: 0.3 um 99.97%

Available with 1 (single) or 2 (dual) arms 

Vent to outside or recirculating options available

Check out our
Youtube channel for

unboxing and
operation videos!


